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Gypsum plasterboards according to DIN 18180

GKB 12,5-2500 AK-A2
GKF 12,5-2500 AK-A2
GKFI 12,5-2500 AK-A2
GKBI 12,5-2500 AK-A2

ABS Alci ve Blok Sanayi A.S.

Soyak Sitesi, 15 Blok Daire 281-283

81190 Kiiciikcamlica-lstanbul

Ankara Fabrika, 06831 Gdélbasi

2006-11-14 (SGS)

Binnur Kaya

Dr.-Ing. Stegmaier

DIN 18180, edition 1989 (withdrawn)
Inspection contract from 1999-11-18

see enclosure 1
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The test results relate only to the items tested.
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M P MPA STUTTGART enclosure 1
Otto-Graf-Institut to report 9007314-W26/U/Is-06/Sgm  from 2007-03-05

Results of the third party inspection

1. Staffing and equipment

The plant Ankara Fabrika, 06831 Golbasi of ABS Alci ve Blok Sanayi A.S. Soyak Sitesi, 15
Blok Daire 281-283, 81190 Kiictikcamlica-Istanbul, has a suitable staffing and a suitable
equipment to ensure continuous and trouble-free manufacture of gypsum plasterboards, to
ensure their suitable storage and to ensure an adequate internal inspection.

2. Internal inspection

The internal inspection has been carried out in proper form. Manner, scope frequency and
results of the internal inspection were according to the requirements of DIN 18180.

3. Judgement of the results of the third party inspection

The results of the testing, that has been carried out at the sampled gypsum plasterboards,
were written down in 4 test reports 9007314-W26/{1-4}/Is-06/Sgm each from 2007-03-05.

On the basis of the test results the regular inspection 2006 leads to the following judgement
according to DIN 18180:

GKB 12,5-2500 AK-A2 all requirements fulfilled

GKF 12,5-2500 AK-A2  all requirements fulfilled j—
GKF112,5-2500 AK-A2  all requirements fulfiled - £
GKBI 12,5-2500 AK-A2 _all requirements fulfilled |~




