TURK STANDARDLARI ENSTITUSU
TURK STANDARDLARINA UYGUNLUK BELGESI

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

Markanin Tanimi Description of the Mark

¥SE, wsiie @ v b O W

BELGE NUMARASI 000173-TSE-20/05

REFERENCE NUMBER OF LICENCE

BELGENIN iLK VERILi$ TARIHi 18.10.2007

DATE OF FIRST ISSUE OF LICENCE

BELGENIN SON GEGERLILIK TARIHI 27.10.2022

LICENCE VALID UNTIL

BELGE SAHiBi KURULUSUN ADI ABS ALCI VE BLOK SANAYiI ANONIM SIRKETI

NAME OF THE LICENCE HOLDER

BELGE SAHiBi KURULUSUN ADRESI KUCUKBAKKALKOY MAH. MERDIVENKOY YOLU CAD. NO:6 /1
ADRESS OF THE LICENCE HOLDER ATASEHIR ISTANBUL/TURKIYE

URETIM YERI ADI ABS ALCI VE BLOK SAN.A.S.

NAME OF THE MANUFACTURING PLACE

URETIM YERi ADRESI KONYA YOLU 14.KM PK3006830 GOLBASI ANKARA ANKARA /
ADRESS OF THE MANUFACTURING PLACE TURKIYE

iPTAL EDILEN BELGE NUMARASI (Varsa) 000173-TSE-20/04
INDICATION OF SUPERSEDED LICENCE (if any)

TESCILLi TICARI MARKASI ABS ALGC| PLAKALARI
REGISTERED TRADE MARK
iLGILi TURK STANDARDI TS EN 520+A1 / 24.06.2010

RELATED TURKISH STANDARD

BELGE KAPSAMI
SCOPE OF LICENCE

1)

REACTION TO FIRE CLASS: A2-s1, d0

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE FH2 (GYPSUM PLASTERBOARD WITH IMPROVED CORE ADHESION AT HIGH TEMPERATURE AND
REDUCED WATER ABSORPTION RATE) (EXPANSION OF SCOPE:09.10.2014)

2)

REACTION TO FIRE CLASS: A2-s1, d0
WIDTH: 1200 mm

LENGHT: 2500 mm

e-imzali/e-signed
27.10.2021

On Behalf Of The Head Of Certification Center
VOLKAN GULEG

“This certificate also shows that the production place of the certified product meets the requirements of Institute.

*This certificate under any circumstances cannot be changed, duplicated partially or in a way that makes it difficult to read and erasure cannot be done.

*TSE CONSTRUCTION MATERIALS SECTOR DIRECTORATE* Address: Necatibey Cad.No:112 06100 Bakanliklar/ANKARA * Telephone: 0312 416 63 79" Fax: 0312-416 66 17
*TSE HEAD OF CERTIFICATION CENTER; Address: Necatibey Cad. No:112 06100 Bakanliklar/ANKARA — Telephone: 0 312 416 64 81/ 416 64 27, Fax:0 312 416 66 17 E-mail
‘bmb@tse.org.tr , web : www.tse.org.tr

Please check the accuracy and validity of the certificate from https:/levrakkontrol.tsc.org.trlBelgeDogrulsma.aspx?p=yncfsx§h




TURK STANDARDLARI ENSTITUSU
TURK STANDARDLARINA UYGUNLUK BELGESI

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

Markanin Tanim Description of the Mark

TSE veya/or @ veya/or h vu

BELGE KAPSAMI ( 000173-TSE-20/05nolu belge devami) : ABS ALGI VE BLOK SANAYi ANONIM SIRKETI
ILGILI TURK STANDARDI(RELATED TURKISH STANDARD) TS EN 520+A1/24.06.2010

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE A

COMMERCIAL MODEL: INTREME NATURA (CHANGE OF SCOPE31 .12.2020)
3)

REACTION TO FIRE CLASS: A2-s1, d0

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE F (GYPSUM PLASTERBOARD WITH IMPROVED CORE ADHESION AT HIGH TEMPERATURE)
COMMERCIAL MODEL: INTREME FR (CHANGE OF SCOPE:31 .12.2020)

4)

REACTION TO FIRE CLASS: A2-s1, dO

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE H2 (GYPSUM PLASTERBOARD WITH REDUCED WATER ABSORPTION RATE)
COMMERCIAL MODEL: INTREME WR (CHANGE OF SCOPE:31.12.2020)
5)

REACTION TO FIRE CLASS: A2-s1, dO

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE A (EXPANSION OF SCOPE231.12.2020)

6)

REACTION TO FIRE CLASS: A2-s1, dO

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE
TYPE A

COMMERCIAL MODEL: INTREME BEYAZ (EXPANSION OF SCOPE231.12.2020)
7)

REACTION TO FIRE CLASS: A2-s1, dO

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

e-imzali/e-signed
27.10.2021

On Behalf Of The Head Of Certification Center
VOLKAN GULEG

*This certificate also shows that the production place of the certified product meets the requirements of Institute.

*This certificate under any circumstances cannot be changed, duplicated partially or in a way that makes it difficult to read and erasure cannot be done.

*“TSE CONSTRUCTION MATERIALS SECTOR DIRECTORATE* Address: Necatibey Cad.No:112 06100 Bakanlikla/ANKARA * Telephone: 0312 416 63 79* Fax: 0312-416 66 17
“TSE HEAD OF CERTIFICATION CENTER Address: Necatibey Cad. No:112 06100 Bakanliklar/ANKARA - Telephone: 0 312 416 64 81 /416 64 27, Fax:0 312 416 66 17 E-mail
:bmb@tse.org.tr , web : www.tse.org.tr

Please check the accuracy and validity of the certificate from https://evrakkontrol.tse.org.tr/BelgeDogrulama.aspx?p=yccfsx8h 2/4




TURK STANDARDLARI ENSTITUSU
TURK STANDARDLARINA UYGUNLUK BELGESI

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

Markanin Tanimi Description of the Mark

TsE veva/or @ veya/or P m m

BELGE KAPSAMI ( 000173-TSE-20/05nolu belge devami) : ABS ALGI VE BLOK SANAYi ANONIM SIRKETI
ILGILI TURK STANDARDI(RELATED TURKISH STANDARD) TS EN 520+A1/24.06.2010

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE FH2 (GYPSUM PLASTERBOARD WITH IMPROVED CORE ADHESION AT HIGH TEMPERATURE AND
REDUCED WATER ABSORPTION RATE)

COMMERCIAL MODEL: INTREME FRWR (EXPANSION OF SCOPE26.10.2021)

8)

REACTION TO FIRE CLASS: A2-s1, d0

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE DFH2IR (GYPSUM PLASTERBOARD WITH CONTROLLED DENSITY, IMPROVED CORE ADHESION AT
HIGH TEMPERATURE, REDUCED WATER ABSORPTION RATE, ENHANCED SURFACE HARDNESS AND
ENHANCED STRENGTH )

COMMERCIAL MODEL: MAXTREME (EXPANSION OF SCOPE26.10.2021)

9)

REACTION TO FIRE CLASS: A2-s1, d0

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE A

COMMERCIAL MODEL: INTREME FIT R (EXPANSION OF SCOPE26.10.2021)

10)

REACTION TO FIRE CLASS: A2-s1, dO

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE H2 (GYPSUM PLASTERBOARD WITH REDUCED WATER ABSORPTION RATE)
COMMERCIAL MODEL: INTREME FIT WR (EXPANSION OF SCOPE26.10.2021)

11)

REACTION TO FIRE CLASS: A2-s1, d0

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE H1 (GYPSUM PLASTERBOARD WITH REDUCED WATER ABSORPTION RATE)
COMMERCIAL MODEL: INTREME FIT MOLDSTOP (EXPANSION OF SCOPE26.10.2021)
12)

REACTION TO FIRE CLASS: A2-s1, d0

e-imzali/e-signed
27.10.2021

On Behalf Of The Head Of Certification Center
VOLKAN GULEC

*This certificate also shows that the production place of the certified product meets the requirements of Institute.

“This certificate under any circumstances cannot be changed, duplicated partially or in a way that makes it difficult to read and erasure cannot be done.

*“TSE CONSTRUCTION MATERIALS SECTOR DIRECTORATE* Address: Necalibey Cad.No:112 06100 Bakanlikla/ANKARA * Telephone: 0312 416 63 79° Fax: 0312-416 66 17
*TSE HEAD OF CERTIFICATION CENTER; Address: Necatibey Cad. No:112 06100 Bakanliklar’ANKARA — Telephone: 0 312 416 64 81 /416 64 27, Fax:0 312 416 66 17 E-mail
:bmb@tse.org.tr , web : www.tse.org.tr

Please check the accuracy and validity of the certificate from https://evrakkontrol.tse.org.tr/BelgeDogrulama.aspx? p=yccfsx8h 3/4




TURK STANDARDLARI ENSTITUSU
TURK STANDARDLARINA UYGUNLUK BELGESI

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

Markanin Tanimi Description of the Mark

TSE veya/or @ veya/or '— [/, Q1]

BELGE KAPSAMI ( 000173-TSE-20/05nolu belge devami) : ABS ALCI VE BLOK SANAYi ANONIM SIRKETI
iLGILI TURK STANDARDI(RELATED TURKISH STANDARD) TS EN 520+A1 /24.06.2010

WIDTH: 1200 mm

LENGHT: 2500 mm

THICKNESS: 12.5 mm

GYPSUM PLASTERBOARDS - TAPERED EDGE

TYPE FH1 (GYPSUM PLASTERBOARD WITH IMPROVED CORE ADHESION AT HIGH TEMPERATURE AND
REDUCED WATER ABSORPTION RATE)

COMMERCIAL MODEL: INTREME MOLDSTOP FR (EXPANSION OF SCOPE26.10.2021)

e-imzali/e-signed
27.10.2021

On Behalf Of The Head Of Certification Center
VOLKAN GULEC

*This certificate also shows that the production place of the certified product meets the requirements of Institute.

*This certificate under any circumstances cannot be changed, duplicated partially or in a way that makes it difficult to read and erasure cannot be done.

*“TSE CONSTRUCTION MATERIALS SECTOR DIRECTORATE* Address: Necatibey Cad.No:112 06100 Bakanliklar/ANKARA * Telepnone: 0312 416 63 79° Fax: 0312-416 66 17
*TSE HEAD OF CERTIFICATION CENTER; Address: Necatibey Cad. No:112 06100 Bakanlikla/ANKARA — Telephone: 0 312 416 64 81 /416 64 27, Fax:0 312 416 66 17 E-mail
‘bmb@tse.org.tr , web : www.tse.org.tr

Please check the accuracy and validity of the certificate from https://evrakkontrol.tse.org.tr/BelgeDogrulama.aspx?p=yccfsx8h 414




